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ITX-i230D

Intel® Celeron® Processor J1900 Embedded Mini-ITX motherboard

System

Processor

Memory

BIOS

Watchdog Timer
/10

Super IO Chipset
Serial Port
Keyboard & Mouse
USB 2.0

USB 3.0
Expansion

Storage
Ethernet Chipset

Audio Interface

Display
Graphic Chipset

Graphic Interface

OS Support

Windows 7 32/64-bit

Soldered onboard Intel® Celeron® Processor
J1900 2.0GHz

1 x DDR3L SO-DIMM socket, supporting up to
8GB 1333MT/s SDRAM

AMI BIOS

1~255 levels reset

ITE IT8772E

1 x RS-232 (OEM request)

USB interface Keyboard/ Mouse

7 x USB 2.0 ports

2 x USB 3.0 ports

1 x Mini-Card socket

2 x Serial ATA ports with 600MB/s HDD transfer rate
1 x Realtek® RTL8111G PCle GbE controller

1 x Intel® 82583V PCle GbE controller

Realtek® ALC662 5.1 Channel HD Audio CODEC,
Mic-in/ Line-in/ Line-out

Integrated Intel® Gen7 Graphics
2 x HDMI (one in/ one out)
LVDS: Dual Channels 24-bit LVDS

Windows 8.1 32/64-bit

- All specifications are subject to change without notice.

Features

« Low Profile Design
- Soldered onboard 4™ Generation Intel® Celeron® Processor J1900
« Integrated Gigabit Ethernet Port

- Dual Channel 24-bit LVDS, HDMI_OUT and HDMI_IN

+ Dual Independent Displays supported

Mechanical & Environmental

Power Input

Power Consumption
Operating Temp.
Operating Humidity
Dimension (L x W)

Dimensions

DC 19V DC jack

0.46A@+19V (Typical)

0 ~ 60°C (32 ~ 140°F)

10 ~ 95% @ 60°C (non-condensing)
170 x 170 mm (6.7” x 6.7")
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Block Diagram

HDMI_OUT DDIO Single Channel DDR3 DIMMA1
HDMI Type A Conn 1333MT/s 1 x 204-pin DDR3
SO-DIMM socket

USB 2012 > x USB2.0 DDI1 |RTD2486HXDI Daul Chgnnel LVDS
oy Typ_e A Conn 24-bit LVDS Connector

ASM1074 1 x USB3.0

UsB_3.01,2 2 x USB3.0 TMDS I HDMI_IN
2 x Type A Conn. JHDMI Type A Conn
Line-out LINE_OUT
Phone Jack
CcM 1 x USB2.0 )
Header MIC-in MiC
Soldered |HD Audio | ALC662-VD Phone Jack
CR 1 x USB2.0 °:":°Ia®"d Line-out MiC-in [ F_AUDIO
Header h x UsB2.0 nte Header
GL852G-12 Celeron®
TC 1 x USB2.0 J1900 Digital MIC DMIC
Header 2.0GHz Header

—= Amplifier SPEAKER

use 5 USB2.0 ALC113GR £ Header

1 x PCle x1 GbE LAN
RTL8111G RJ-45 connector

MINI_PCIE 1 x PCle x1, 1 x USB2.0
Half-size R
Mini-Card socket CIR (Optional)
Header
LPC___Isi0 ITE8772E
SATA1, 2 SATAQ, 1 RS-232 coM .
2 x SATA connector] Header (Optional)

Ordering Information
ITX-i230D Intel® Celeron® Processor J1900 Mini-ITX motherboard

Optional Accessories

Cable kit

1 x Two-port USB 2.0 cable
CBK-07-230D-00 3 x One-port USB 2.0 cable

1 x Two-port SATA power cable

2 x SATA cables
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